
      Optional Accessories

Impact Printer
SD Card Reader
SD card

      Safety Features

Sting 11 B autoclave has numerous safety features including: thermostat, 
temperature sensors, water detection electrode in the chamber, pressure 
sensor, safety pressure release valve, door-locking device and software 
safety features.
Sting 11 B is equipped with a Sleep Mode which is activated if the unit is 
not used after a certain period of time. This Mode will save energy and will 
insure safety of operation
Sting 11 B meets the highest standards requirements for quality, safety and 
operation. Stainless Steel Pressure Vessels, 316 Ti, conforms to the Pressure 
Equipment Directive (PED).

      Pre-Programs Sterilization Cycles

      Steam Generator - Very Fast Cycle!

Sting 11 B is equipped with a stand alone 2.9 kW steam generator made 
of Stainless Steel 316 Ti. 

      Printer   

An optional impact printer can be supplied on request. Each cycle can be 
documented by the printer which records: the selected cycle, cycle 
parameters, date, time, temperature, pressure, errors. The last 10 cycles 
data are automatically stored in memory, and can be re-printed.

      PC Software
 

Optional PC software is available in order to collect and document the 
sterilization programs. The connection is done through RS 232 or optional 
USB and RS 485.

      Data Collection

Sterilization cycles data can be collected on line on a SD Card through an 
optional SD Card Slot. Collected data can be downloaded into a computer 
equipped with proprietary PC Software. 1 Gigabyte SD card may collect up 
to 20 years logging data which includes: selected cycle, start time, cycle 
stages, temperature / pressure, end time, cycle status (pass / fail)…

      Ethernet Connection

An optional Ethernet Connection allows you to control, monitor and 
network your Sting 11 B without any extra software.

      Standard Accessories

One Stainless Steel Trays rack
4 pc Stainless Steel trays
One Tray Holder

Sting 11 B is a fully automatic, high speed pre-post vacuum steam sterilizer, 
designed for sterilization of wrapped materials, hollow instruments and 
porous loads in hospitals, private clinics and dental offices.

This Sting 11 B autoclave is equipped with a built-in mini steam generator 
and a powerful vacuum pump. Closing and opening the door is automatic. 
The chamber volume is 23 liter, jacketed. External dimensions are suitable 
especially for small clinics. The design is modern, and the unit is reliable and 
incorporates High-Tech features based on more than 30 years experience in 
the sterilization field.

Temperature              Time               Dry time                   Description

      134 °C                   3 min                       1                               Flash

      134 °C                   3 min                     15                          Unwrapped

      134 °C                   3.5 min                  20                            Wrapped
 
      134 °C                   18 min                   20                                Prion

      121 °C                   15 min                   20                                Porous

 
Test Cycle Programs
Two test cycle programs in the sting 11 B to prove the sterility assurance 
level.  

Programs                                     Temperature                         Time

Bowie & Dick                                    134 °C                              3 min

Leak test                                                                                      20 min

Control system: Touch Screen panel

State of the art computerized control system includes Micro processor 
controller, Touch Screen Panel with LCD blue & white graphic display, 
developed by world experts in the electronic filed. The control ensures 
high reliability, simplicity, safe operation and automatic process cycles.

Compact Steam Sterilizer

      Operation

Operating Sting 11 B is simple: close the door, select the cycle on the Touch 
Screen Panel, and press the Start Key. The cycle will run automatically. At the 
end of the cycle, by pressing the open door button on the Touch Screen 
Panel, the door will open automatically. 

      Chamber

The 23L sterilization chamber is made of Stainless Steel 316 Ti and it’s 
surrounded by a jacket. The steam is circulated through the jacket, heating 
it and keeping the chamber warm. This feature facilitates faster sterilization 
cycles. The average sterilization time for solid instrument is between 15-20 
minutes (depending on the size of the load).

.

      Class B autoclave, Information

Class B autoclave will process all type of loads specified in the EN 13060 
European standards. Designed with similar feature as a horizontal 
autoclave, extensively used in the CSSD and Operating Theaters (OT). It will 
sterilize wrapped materials, hollow instruments and porous loads such as 
dental hand pieces, laparoscopes, wrapped surgical sets, etc.
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C o m p a c t  a n d  s a f e t y  s t e a m  s t e r i l i z e r

Nine reasons to choose Sting 11 B tabletop autoclave

     Stand Alone Separate Steam Generator: 
Fast Cycle!

High speed, integrated steam generator. Steam is always 
ready for fast sterilization.

     Sleep Mode: Safety and Energy Conservation

Sting 11 B is equipped with a Sleep Mode which is activated 
if the unit is not used after a certain period of time. This 
Mode will save energy and will insure safety of operation.

     Large Chamber

Large capacity, 23 liter chamber volume, jacketed with 
steam. 4 trays or cassettes can be loaded

     High Technology

Simple operation using high tech computerized control 
system.
Most advanced interface connection: Ethernet, USB, RS 232 
and RS 485.
Self-diagnostic system to control the system operation.
Proprietary PC software under windows allows full cycle 
documentation.
Modern design, Touch Screen blue graphic display and 
ergonomic user interface.
Air removal via a powerful vacuum system, using 
membrane pump with condenser.

     Fully Automatic Door Locking Device

Special door mechanism, opening is done automatically by 
pressing button.

     Stand Alone Unit

Utilities free, No connection to water source or drain. Two 
big water reservoirs (clean and drain water), 6.5 liters each, 
sufficient for around 10 cycles (depend of load and cycle)

     International Standards

Meets highest standards for quality and safety. Comply 
with EN 13060 (standard for small steam sterilizer). 
Stainless Steel Pressure Vessels, 316 Ti, conforms to 
Pressure Equipment Directive (PED).

     Pre-Programmed Sterilization Cycles and 
2 Test Cycles

5 sterilization cycles and two test cycles, Bowie& Dick and 
Leak test.

     Service - Maintenance

Sting 11 B is easy to maintain through the modular design 
of all internal and external components. The service techni-
cian can monitor all service processes via PC.

     Company profile
Celitron Medical Technologies is a dynamic company, developing and manufacturing infection 

control equipment and accessories.
Behind the success of this company is a team of multi-disciplinary engineers who developed 
sterilization equipment on OEM basis for leading manufacturers in the world, for the last 20 
years.
The fusion between the know how of the research and development team and the quality 
manufacturing of the Hungarian team is the key of  success of Celitron Medical Technologies
The company is flexible, adapting itself to the modern hospital requirements, and is able to 
provide solutions to the most stringent demands of the infection control market..
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Complies with international and directive guidelines:

EN 13060 for tabletop autoclave, Small Autoclaves; Medical Device Directive –MDD 93/42; Pressure 

Equipment Directives – 97/23; Safety and EMC Standards: EN 60601-1+ A1:93 + A11:93 +A12:93 +A2:95 

+A13:96 ( Dir.93/42/EEC ), EN 61010-1:01 -EN 61010-2-041:96 9(Dir 73/23/EEC ) –.EN 61010-2-041:96. 

EN 61326:97+A1 (98)+A2(01) ( Dir. 89/336/EE) – (EMC) …EN 

60601-1-2:01 (Dir.93/42/EEC ) – (EMC ….EN 13060:2005 – 

Small Steam Sterilizers. EN 554 (94); Management Quality 

Standards:  ISO 9001: 2000; ISO 13485:2003

Specifications

 

                                    Item                                                                                Value

Chamber Dimension  (Inner Dia. x Depth mm (inch)          261 (10.3) x  452 (17.8)

Chamber volume, Liter (gal)                                                         23 L. (6.1 gal)

External dimensions  W x H x D, cm (inch)                              53.4 (21) x 47.5 (18.7) x 60.9 (23.9)

Weight, kg (lb)                                                                                   60 kg (132.0 lb)

Shipping weight, kg (lb)                                                                 70 kg (152.1 lb)

Shipping dimensions W x H x D, cm (inch)                              64 (25.2) x 58  (22.8) x 72 (28.3)

Tray dimensions W x H x D, cm (inch)                                        18.4 (7.2) x 2 (0.78) x 39 (11.4)

No. of trays                                                                                          4

Cassettes (optional)                                                                         4

Heaters power, Power supply                                                       2900W, 1 phase, 220V – 13A, 50/60 Hz

H i g h - T e c h  i n  s t e r i l i z a t i o n

Sting 11 B


